V. 7-
started on piece-work by local
contractors. .At first the earth and
stones were removed by head loads,
Later when the load became great,
conveyance was done by tram line
and trucks.
Most of the spoil was thrown in rear
"between the two surplus coizrses to
form a, wide platform for setting
the xrxortar raills, cmd for forming
the sand, st&rJzhi, lime and stone
jelly dumps. Later pn the spoi
removed from -upstream side was
thrown on the same side a little
apart to form a ring bund. Some
of the spoil was thrown into the stir-
pins courses which at the same time
served for securing the work against
damages by floods.
[Foundations were exposed for SO feet
on the downstream side of the core
wall, and at some places an extra
excavation was done* All these
excavations were to be filled *op
and revetted 'with cement concrete
1:4:8. In case of the upstream
side of the core wall the proportion
of the concrete was changed to
3 : 2-^ : 5 -while the sanctioned
proportion of concrete 1:4:8
was izsed elsewhere i.e- on down-
stream of the core wall and at places
where extra excavation was done.
Dtrring excavation of the founds, on
the right and npstream of the core
wall, some special features were
observed in this portion i.^* while
excavating below Jt.-L* 529-OQ,
it was observed that a vein, of soft
* -whitish clayey stuff passed under
the core-wall between 1O feet and
2O feet from the right wing wall*
This -was removed entirely from the
bottom of the corewall down to
hard rock atxd filled xip with cement
concrete. On the -upstream side
of the core wall at 11 feet in front
of it and 37 feet firom the xigh*